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Speed:  33, 45/(78) (electronic speed change) 
Drive principle: belt drive 
Platter: 300mm, 1.7kg heavy steel platter with felt mat   
Platter bearing: high precision stainless steel axle in 
bronze bushing 
Wow & flutter:  33: +/-0,22%; 45: +/-0,21% 
Speed drift:  33: +/-0,80%; 45: +/-0,85% 
Signal to noise: 65dB 
Tonearm:  8,6” one-piece carbon tonearm  
Effective arm length: 218,5 mm 
Overhang: 18,5mm 
Included accessories: 15V DC / 0,8A power supply, 
dust cover, 7‘‘ single adapter 
Power consumption: 4W / 0W standby  
Dimensions: 415 x 118 x 320mm (WxHxD)
Weight: 5,5 kg net  

Debut E Carbon
The entry into HiFi with carbon tonearm
UVP 499€ (inkl. MwSt.)

High gloss: 

Walnut:

EDEBUT

Hand-made in EU!

• Quality hand-made in Europe

• 8,6” one-piece carbon fiber tonearm

• Pre-adjusted Ortofon 2M Red cartridge

• Electronic speed switch on the bottom

• High quality MDF chassis 

• Available in high gloss black, white and walnut finish

• Precision belt drive

• Heavy steel platter

• Semi-symmetrical cable with metal connectors

• Gold plated RCA connectors

• Silicon-damped tonearm lift

• Dust cover & felt mat included

Carbon tonearm incl. 
pre-adjusted Ortofon 2M Red


